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This paper explores two alternative mould fabrication technologies that allow for the casting of (solid) glass components 
with a great degree of freedom in shape and size and/or of a customized design, in a cost-efficient way. In specific, the 
paper discusses the research, design and experimental work conducted at TU Delft on 3D-printed sand moulds and 
adjustable, high-precision steel moulds. 3D-printed sand moulds can provide a high-accuracy, cost-effective solution for 
solid glass components of complex geometry and/or of customized design. Although this mould technique is already 
used for metal castings,  it remains still unexplored in the field of glass casting. Accordingly, this paper presents the first 
experimental findings at TU Delft of this mould technology: mould samples using different binders and treated with 
various coatings for surface finishing are tested in the high temperatures anticipated in glass (kiln-)casting. Following, 
3D-printed moulds are prepared for a given glass geometry and physical glass prototypes are made by kiln-casting. 
Adjustable metal moulds are another mould technique that offers a degree of freedom in the modulus of a structure. 
Essentially, components of different sizes and, to an extent, shapes can be generated by the same mould. Accordingly, 
the design principles and engineering of such a mould and the potential applications and limitations of this technology 
are discussed. As a proof of concept, an adjustable mould is made using 3D-printed PLA and laser-cut MDF. The mould 
is used for the generation of wax models of variable forms, which are used to kiln-cast glass prototypes by the lost-wax 
technique. Based on the findings on both presented mould technologies, guidelines are given on their suitability 
according to the production volume, the level of accuracy required and the complexity and variation of forms involved.   
Keywords: cast glass, mould technology, 3D printing, sand moulds, adjustable mould, structural glass, glass mould, 
glass form, solid glass, glass bricks 
1. Introduction 
1.1. The shaping potential of cast glass and current limitations imposed by mould technologies 
In theory, glass casting, i.e. pouring molten glass into moulds, enables the production of monolithic glass components 
of virtually any shape and cross-section. Such a vast forming potential, combined with the high compressive strength 
of glass (stated up to 1000 MPa for float soda-lime glass by (Saint Gobain 2016; Weller et al. 2008; Ashby,Jones 
2006)), offers endless possibilities in the design of diaphanous, monolithic structural glass members of any size and 
shape: from storey-high glass columns to entire glass envelopes. 
In practice though, the shaping potential of cast glass in the built environment remains largely an unmapped field. The 
few realized examples of self-supporting structures consisting of cast glass components, namely the Atocha Memorial 
(Schober et al. 2007), the Crown Fountain (Hannah 2009), the Optical House (Hiroshi 2013) and the Crystal Houses 
(Oikonomopoulou et al. 2017; Oikonomopoulou et al. 2015), employ identical solid glass units of a simple shape and, 
roughly, up to 10 kg in mass (fig.1). There are two main reasons behind these design choices for the solid glass units 
that are also, to an extent, intertwined: (a) the lengthy and perplexed annealing time required for cast glass elements 
of bigger mass and thickness and (b) the cost barriers imposed by shapes requiring complex high-precision steel or 
graphite moulds, or by a customized production (fig.2). 
The required annealing time can be considered the biggest drawback for the casting of glass pieces of substantial mass. 
Key factors for reducing the annealing time are the thermal expansion coefficient of glass (directly linked to the glass 
composition), the mass and overall form of the object (Oikonomopoulou 2019). In this direction, a substantially lighter 
structure can greatly decrease the annealing time, enabling the fabrication of larger components in a significantly 
reduced time. For example, an optimized geometry composed of thinner sections can result in a component of high 
stiffness and decreased weight. The engineering (and casting) of the massive mirror blanks of the giant ground 
telescopes is the most characteristic example following this approach: Thanks to its optimized honeycomb structure, 
each blank of the Giant Magellan Telescope of 8.4 m in diameter and approx. 0.9 m max. thickness required only 3 
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months of annealing. In comparison, the solid mirror blank of the Hooker Telescope of 2.5 m in diameter and 0.32 m 
thickness required 12 months of annealing1 (fig.3)(Oikonomopoulou et al. 2018). 
   
Crystal Houses 
Soda-lime, low-iron glass 
(105 mm – 210 mm) x 210 mm x 65 mm to 
3.6 kg – 7.2 kg (based on size) 
8 h – 38 h annealing (based on size) 
Atocha Memorial 
Borosilicate glass 
200 mm x 300 mm x 70 mm 
8.4 kg 
20 h annealing 
Optical House 
Borosilicate glass 
50 mm x 50 mm x 235 mm 
2.2 kg 
unknown 
Fig. 1 Characteristics of the solid glass brick units of some of the most representative envelopes made of solid glass components. 
 
 
Fig. 2 Rough scheme indicating the main factors influencing the manufacturing cost of a solid cast glass component. It should be noted that 
the effect of the glass composition is not investigated in this study. 
 
Fig. 3 Evolution of the cast glass mirror blanks in size and annealing time due to smart geometry and improved manufacturing process, 
derived from (Oikonomopoulou 2019), based on data from (Zirker 2005). 
                                                          
1 It should be mentioned here that the glass composition, and specifically the thermal expansion coefficient of the glass used, played a crucial role 
as well in reducing the annealing time. For the blank of the Hooker Telescope wine bottle glass was used (α=9 * 10-6 1/C), whereas for the blank 
of the Giant Magellan Telescope, E6 Borosilicate Glass was employed (α=2.8 * 10-6 1/C). 
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Such optimized geometries require, in turn, complex, high-precision moulds. These, in sequence, result in higher 
fabrication costs that can jeopardize the marketability of the cast object and render it economically unsustainable. But 
mould costs can also skyrocket the end-price of customized (non-standardized) components of simple geometry that 
require high accuracy2. In other words, for a limited batch of e.g. a hundred units, the cost of a high-precision steel 
mould can significantly inflate the price of the end product. Hence, currently, the casting of customized glass 
components is achieved by low-cost, disposable moulds that are, however, labour-intensive and in principle, result in 
elements of reduced accuracy. In turn, to keep the fabrication costs low, the use of standardized only glass units is 
currently preferred in architectural applications. 
1.2. The potential of adjustable and 3d-printed sand moulds for customized and freeform glass components 
In this paper, two alternative mould fabrication technologies are explored as potential solutions to the aforementioned 
principal challenges (unit size, shape complexity and customization) for the fabrication of cast glass components with 
a great degree of freedom in shape and size or of, to-an-extent, customized production, without jeopardizing their 
marketability due to high manufacturing costs. In specific, the paper discusses the research and experimental work 
conducted at TU Delft on two distinct mould technologies for freeform or customized cast glass components: 3D-
printed sand moulds and adjustable, high-precision steel moulds.  
Disposable, 3D-printed sand moulds of high accuracy, already used for metal castings, can be employed as a cost-
effective solution for the casting of customized solid glass components of complex geometry. Compared to the 
laborious and time-consuming  process of standard investment cast moulds, 3D-printed sand moulds are quick and 
easy to make and allow for great complexity in shapes, including undercuts and voids. Such moulds are particularly 
suitable for casting complex geometries, e.g. such as the ones resulting from a topological optimization design process. 
To investigate the potential of this mould technology in glass casting, several experiments are conducted at the Glass 
Lab of TU Delft.  In specific, mould samples printed by ExOne using different binders and treated with various coatings 
for surface finishing are tested in the high temperatures suitable for glass casting. Finally, based on the chosen binder 
material and surface coating, 3D-printed moulds of segments of a topologically optimized cast glass column are 
prepared, and physical glass prototypes are made by kiln-casting.  
Adjustable steel moulds can be used to generate components of different sizes and, to an extent, shapes by the same 
mould, allowing for a degree of freedom in the modulus of the structure. Accordingly, the design principles and 
engineering of such a mould and the potential applications and limitations of this technology are discussed. As a proof 
of concept, an adjustable mould out of 3D-printed PLA and laser-cut MDF is made and used for the generation of wax 
models of variable sizes. The wax models are then used to kiln-cast glass prototypes by the lost-wax technique. 
Based on the findings on both novel mould technologies, guidelines are given on their suitability according to the 
production volume, the level of accuracy required and the complexity and variation of forms involved and suggestions 
are made on future research directions.   
2. Brief overview of current mould technologies  
Essentially all moulds for glass casting can be divided into two main categories: disposable and permanent moulds. 
Table 1 summarizes the characteristics of the prevailing mould types available for glass casting, illustrated in Fig.4. 
The choice of mould mainly depends mainly on the production volume and the desired level of accuracy of the glass 
product, and is cost and time driven (Oikonomopoulou et al. 2018).  
 
Fig. 4 Illustration of the most common mould types derived from (Oikonomopoulou et al. 2018). 
In this direction, disposable moulds (fig.5, left) are preferred for small batch castings or for customized components, 
as they are significantly cheaper than permanent (metal) moulds. On the downside, disposable moulds, in principle, 
involve a time-consuming and meticulous labour, require the post-processing of the glass object and compromise the 
dimensional accuracy of the end product. More precisely, the precision level and max. melting temperature can vary 
                                                          
2 Personal communication of the authors with Poesia, the manufacturer of the cast glass blocks of the Crystal Houses façade, suggests that the 
price of a high-precision mould out of milled stainless steel can be a few thousand euros even for blocks following a simple, rectangular form. 
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for such moulds based on the material they are made of, ranging from low-cost investment silica-plaster moulds for 
castings below 1.000 °C (usually employed in the field of art) to high-cost milled alumina-silica fiber ceramics of top 
performance (e.g. used for the casting of telescope mirror blanks). In both cases, the glass surface in contact with the 
mould will obtain a translucent, rough skin that requires post-processing to attain a fully-transparent component. Due 
to the brittle nature of these moulds, they are commonly used for kiln-casting; hot-pouring is not recommended.  
   
Fig. 5 From left to right: disposable low-precision mould, adjustable and open high-precision metal moulds. 
 
Table 1: Characteristics of prevailing mould types for glass casting derived from (Oikonomopoulou 2019). 
Characteristics Mould type 
Reusability Disposable Permanent 
Material Silica Plaster Alumina-silica fiber Steel/Stainless steel Graphite 
Adjustability - - Adjustable Fixed Pressed Adjustable Fixed 
Production method investment casting/ lost-wax technique milling milling/cutting and welding milling/ grinding 
Manufacturing 
costs low high moderate / high high 
Top temperature 900-1.000 ̊C ≈1.650 ̊C ≈1.200 ̊C / 1.260 ̊C unknown unknown 
Glass annealing 
method mould not removed for annealing 
mould usually removed for annealing 
but can also remain if high accuracy is 
required  
mould  removed for 
annealing 
Release method immerse in water water pressure release coating necessary (ex. Boron Nitride) release coating necessary 
Level of precision low/moderate high 
moderate/ 
high 









glossy - surface chills may appear if 
the mould is not properly pre-heated glossy with surface chills 
Post-processing 
requirements 
grinding and polishing required to restore 
transparency and increase accuracy 
minimum or none post-processing 
required 
minimum to moderate post-
processing required 
Applicability single component/low volume production high volume production high volume production 
Examples of 
applications Glass Art  Telescope blanks 
Solid glass blocks (e.g. Crystal 
Houses, Atocha Memorial, Crown 
Fountain, Optical House) 
Solid glass elements (e.g. cast 
glass pieces of the Ice Falls, 
glass window frames of the 
Crystal Houses) 
 
For a series (mass) production, permanent moulds from milled steel or graphite (fig.5) are favoured. Hot-pouring can 
be used with such moulds, which is considerably more time-efficient than kiln-casting. Such moulds (especially 
pressed-moulds) achieve, in general, a significantly increased dimensional accuracy compared to disposable moulds. 
A high level of surface detailing can also be directly obtained, particularly when graphite moulds are employed. 
Overall the resulting surface is glossy and transparent and minimum or no post-processing is required, given that the 
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desired dimensional accuracy is directly met. Although rarely engineered in such a manner, the permanent moulds 
can be adjustable if required (fig.5), to allow for shape flexibility (although this may influence the precision level). 
Finally, although the complexity of the shape is not a significant cost-affecting factor for disposable moulds, it does 
increase the price of steel and graphite moulds, due to the engineering of sophisticated, multipart moulds. 
3. 3D-printed sand moulds for complex shapes and/or customized cast glass components 
3.1. Current applications and the potential of 3D-printed sand moulds for glass casting 
From the previous section, it can be directly deducted that for cast glass components that follow complex shapes or 
are tailor-made and where high accuracy is needed, novel solutions need to be developed in order to obtain elements 
that are cost-efficient in terms of manufacturing costs.  
A promising, affordable mould method that can revolutionize the design and production of customized glass 
components of high accuracy can be found in the development of 3D-printed sand moulds for glass casting. 3D-
printers of sand, such as the ones developed and used by 3Dealize, Concr3de and ExOne, are already employed for 
the production of sand casting moulds for cast metal objects (such as aluminium, carbon steel, stainless steel, bronze, 
iron and magnesium) of complex geometries of high accuracy (ExOne 2019). Other advantages of 3D-printed sand 
moulds include their low cost, quick production (normally limited to a few days), scalability and high size accuracy 
(up to ± 0.1 mm, defined by the grain size of the sand) 3. Typical applications range from the creation of weldless 
automotive components and propellers to the accurate reproduction through 3D-scanning  of damaged or broken 
elements of old car engines or even of historic structures.  
 
 
Fig. 6a) Example of metal casting (right) by a 3D-printed sand mould 
(left). Derived from www.voxeljet.com. 
Fig. 6b) Cast steel node made in 3D-printed sand mould by Arup. 
Source: Arup/Davidfotografie. 
 A characteristic example of this technology’s potential is the use of 3D-printed sand moulds for the casting of complex 
and individually produced steel nodes, developed by Arup and 3Dealise (Niehe 2017).  The 3D-printing of the mould 
was preferred over the direct printing of the node as the latter faces several important drawbacks, such as the lack of 
certification (due to the inhomogeneity of the printed metal), size limitations and relatively high-costs. Moreover, by 
printing the mould, additional supports, required during the direct 3D-printing of an object, can be omitted 4 .  
Challenging shapes in concrete have also been cast in such 3D-printed sand moulds (Jipa et al. 2016). The largest size 
of sand mould that can currently be printed using this technique is 4m x 2m x 1m by Voxeljet printer VX4000.
  
Although 3D-printed sand moulds are already employed for the casting of metals with high melting points, so far, in 
glass, their use is rather limited. Nonetheless, sand casting, which comprises a template (typically made of wood) that 
is pressed into the sand to make a clear impression, is commonly used by glass artists as a cost-efficient mould solution 
for casting glass. This technique of low accuracy, however, is not used to produce building elements. Research on the 
use of 3D-printed sand moulds for glass casting by (Flygt 2018) suggests that this novel mould method can indeed be 
used as a cost-effective, high-accuracy solution for customized cast glass objects or/and of objects of complex 
geometry. 
There are three principal challenges involved in the application of 3D-printed sand moulds for cast glass components: 
Firstly, due to the kiln-casting method (used for disposable moulds), the sand moulds should be able to sustain high 
temperatures for a prolonged period of time (including the annealing process). While sand can easily sustain the 
anticipated temperatures, the binder’s behaviour is unknown. Subsequently, the mould has to be able to sustain the 
                                                          
3 Based on personal communication with 3Dealize. 
4 These observations are based on personal communication with Arup Amsterdam. 
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hydrostatic pressure of molten glass for an equal amount of time. Lastly, due to the mould’s nature, the surface end-
quality is rough, thus, it is essential to find a suitable coating to avoid post-processing. 
3.2. Experimental investigation 
In order to explore the potential of this new mould technology for glass casting, four series of testing are conducted 
in 3D-printed specimens bonded by different binders at the Glass Lab of TU Delft. An overview of the testing can be 
found in Table 2. For the testing, 3D-printed sand specimens of 4 different binders were provided by ExOne.  All 
specimens were tested in a ROHDE ELS 200S kiln. 
Table 2: Overview of experiments on 3D-printed sand moulds. 
Test 
Series 
Aim of test Binders used 
Furan Anorganic HHS CHP 
1 Investigation of binder’s resistance to high temperature (900̊ C)  x x x x 
2 Investigation of  interaction between glass surface and 3D-printed sand mould material  x  x 
3 Effect of different coatings applied to the mould to improve the finishing surface of glass  x  x 
4 Small-scale glass prototype  x  x 
 
Test Series 1 
In series 1, 3D-printed sand bars of 4 different binders are tested up to 900 ̊C in order to investigate their resistance to 
the high temperatures required for the kiln-casting5 and annealing of cast glass. During the rising temperature, the 
specimens were regularly checked within the kiln. Table 3 summarizes the main results: 
 
Table 3: Results of 1st Test Series. 
Binder Furan Anorganik HHS CHP 
Type of 
Binder 
Furfural Resin Waterglas Binder Phenolic Binder Phenolic Binder 








    
Observations Specimen already had lost 
its shape when checked at 
570 C̊. 
No change was observed in 
the appearance of the 
mould. After the 
experiment, the bar remains 
resistant to scratching. 
The binder had already 
failed at approx. 500 ̊C.  
The colour of the binder 
evaporated. After the 
experiment, the bar can be 
easily scratched. 
 
It can be directly concluded that Anorganic and CHP binders are the most promising ones for cast glass applications. 
Thus, it was determined to use only these two binders for the test specimens of the remaining tests. 
 
Test Series 2 
To explore the reaction of glass with the mould material, a small cavity was carved in 3D-printed sand bars made with 
Anorganic and CHP binder and a glass bead, made of crushed bottle glass, was kiln-cast in them,.  
                                                          
5 It should be noted that kiln-casting requires lower temperatures than hot-pouring, since the endothermic chemical reactions linked with glass 
formation are already complete. 
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• The following heating programme was used: 
• A rising rate of 1 ̊C/min until 780 ̊C 
• A dwell (stable temperature) of 90 min at 780 ̊C to allow for the complete melting of glass 
• Quenching at a decreasing rate of 2.7 ̊C/min until 430 ̊C 
• A dwell of 60 min at 430 ̊C to allow for the glass to anneal.  
• Automatic cooling of the kiln after the annealing step. 
 
Once the kiln-casting is complete, the glass is demoulded. A summary of the testing and results can be found in Table 
4.  
It can be concluded that in both cases, the casting of the glass bead was successful; nonetheless the resulting glass 
component presents a rough and translucent surface due to the reaction and fusing of glass with the grains of the 3D-
printed sand mould. Hence, to achieve a smooth, transparent finishing surface of the glass object, the application of a 
coating at the mould is deemed necessary.  
Table 4: Results of 2nd Test Series. 
Binder Specimen before 
experiment 
Specimen after experiment Glass product Observations 
Anorganic 
   
Mould is water-resistant 
and has to be broken with 
hammer and chisel. 
Sand particles appear to 
have fused with the glass 
surface in contact with the 
mould, resulting in a rough 
and transluscent finish 
quality. 
CHP   
  
Mould could be easily 
disintegrated when 
submerged in water.  
The glass surface in contact 
with the mould presents a 
rough surface due ot the 
grainy surface of the mould, 
resulting in a, to some 
extent, transluscent result. 
 
Test Series 3 
Accordingly, the effect of three different types of surface coatings directly applied on the mould, was investigated on 
similar specimens and identical heating programme as in test series 2. The selected coatings were chosen based on 
their direct availability in the Netherlands and low cost, as follows: 
a) Boron Nitride 
This is a high-temperature release agent which is commonly used in the glass industry. The spraying of the 
material allows for a uniform surface with a smooth finish. Moreover, owing to the release agent properties, 
it is anticipated that the glass object can be easily removed from the mould.  
b) Crystal Cast 
Crystal Cast is a powder material, commonly used for creating disposable moulds for glass elements.  
c) Mold Mix 6 (by Zircar) 
The product is typically used for creating moulds and is available in a paste form.  
 
The results and findings of this series are summarized in Table 5. 
None of the tested coatings yielded the desired combination of smooth texture and clear optical quality of the end 
glass component. In all cases, post-processing of the glass object remains essential in order to attain the desired finish 
quality. Subsequently, further research is necessary in order to identify a coating fully suitable for a cast glass 
application. Due to the time restrictions of this research, the 4th test series was conducted using Crystal Cast for coating 
the moulds as it provided the most satisfying results.  
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Table 5: Results of 3rd  Test Series. 
Coating  Application of Coating Specimens before experiment Specimens after experiment Observations 
Boron 
Nitride 
3 layers of coating 
sprayed from a 
distance of 20-30 cm.  
Each layer is applied 
30 min after the 
previous one. 
  
The glass surface in contact with 
the mould presented a smooth, 
yet translucent finish quality.  
Crystal 
Cast 
3 layers of coating 
applied by a 
paintbrush.  
Each layer is applied 
30 min after the 
previous one. 
  
The liquid nature of the coating 
reduced the strength of the 
mould. The resulting glass object 




2 layers of coating 
applied by a 
paintbrush. 
Second layer was 
applied 1 hr after the 
first one. 
  
Coating was particularly hard to 
remove during demoulding. 
Upon removal, the glass object 
presented a rough surface finish. 
 
Test Series 4 
To further explore the feasibility of 3D-printed sand moulds for cast glass components, segments of a topologically 
optimized cast glass column, developed by (Bhatia 2019), are used for the design of corresponding 3D-printed sand 
moulds. The moulds, corresponding to 3 different segments of the geometry, were produced and sponsored by ExOne 
(ExOne 2019). The scale of the geometry and corresponding mould size have been constrained based on the size of 
the available kiln at the Glass Lab of TU Delft. Each mould is made from 2 or 3 slices so that loose sand from the 3D-
printing process can be easily removed and there is easy access for a smooth application of the coating. 
Interlocking nodes are used to align the different pieces of the mould together. To avoid the opening of the mould due 
to the hydrostatic pressure caused by the molten glass, M8 steel bolts are used to further stabilize the mould pieces 
together. To allow for the easy escape of air bubbles, 6 mm in diameter vent pipes have been incorporated to the 
mould. On top of the mould, a wide opening (pouring cap) has been designed for the inlet of glass. Finally, a 15 mm 
thick additional boundary has been incorporated to all sides of the mould.  
The designed mould geometries can be seen in fig.7. The final, 3D-printed moulds are shown in fig.8. In order to 
explore the potential of both binder systems, it was determined that geometry 1 would be printed using the Anorganic 
binder, whereas the mould geometries 2 and 3 are made with CHP binder.  Prior to casting, all moulds were coated 
with 3 layers of Crystal Cast with the aid of a paintbrush.  
   
Geometry 1 Geometry 2 Geometry 3 
Fig. 7 Designed mould geometries. 
Due to the increased temperatures during kiln-casting, to enhance the safety and robustness of the moulds, a fire 
blanket has been wrapped around the steel bolts of each mould and the seam between moulds pieces has been sealed 
with a thick layer of Crystal Cast in order to prevent leakage of the molten glass. Lastly, each  mould has been encased 
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in a larger silica plaster mould. Coarse compacted sand has been used in between the two moulds. The safety measures 
can be seen in fig.9. 
Crushed lead glass (cullet) was used for the kiln-casting due to tis lower melting temperature (compared to soda-lime 
and borosilicate). All moulds were tested under a double annealing schedule reaching a max. T=810 ̊C.  The glass 
cullet was placed inside a flowerpot with a drilled hole at its bottom. The flowerpot was placed with firebricks above 
the pouring cap of each mould, in order to feed the glass to the mould once it is molten (see fig.10). 
  





Fig. 9 Safety measures employed at the 3D-printed sand moulds prior to casting (Geometry 1).   
Table 6 provides an overview of the observations derived from this test series. It can be concluded that: 
• From the available binders in this research, the anorganic binder can be considered the most suitable 
option for casting cast glass components of substantial mass. In specific, the mould printed using the 
anorganic binder was the only one that could successfully withstand the heating cycle without any 
deterioration of the mould material.  
• The results of the mould specimens made with CHP binder suggest that prolonged high temperatures can 
result in a significant decrease in the strength of this type of mould. In specific, the mould geometry 2 
collapsed during the experiment due to the imposed weight of the flowerpot and the glass cullet (see 
fig.10). The mould of geometry 3, which did not carry any external weight as the flowerpot with the glass 
cullet was externally supported, still presented cracks at its bottom, due to the increased hydrostatic 
pressure of the molten glass in this location, leading to glass leakage. 
• Besides the composition of the 3D-printed sand mould, several other factors can greatly influence the 
result of the casting. Namely, it was proven that stainless steel bolts and nuts tend to fuse at the 
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temperatures and prolonged heating needed for the casting of glass. Alternative materials, such as titanium, 
should be considered for future research. Moreover, it is crucial that the size of the inlet for the molten 
glass is sufficiently dimensioned to allow for the pouring of molten glass with a viscosity of  η=103 – 104 
Pa·s. 
• The encasing of the mould in a plaster mould with compacted sand can further assist in securing a 
successful casting as it can increase its resistance to the anticipated hydrostatic pressure.  
 
  
Fig. 10 Experimental set-up of the mould inside the kiln (left: Geometry 2, right: Geometry 3).  
 
Table 6: Summary of results of Test Series 4. 
Specimen Binder Specimen after Testing Observations 
1 Anorganic 
  
The mould was completely intact after the 
casting and presented a similar strength as 
prior to the experiment. The stainless steel 
bolts and nuts appear to be fused due to 
exposure in prolonged high heat. A 
hammer and chisel were used to remove 
the mould as it is water-resistant. 
Due to an error in the size of the pouring 
cap , the majority of the glass was poured 
outside the mould so the cast element was 
incomplete. Nonetheless, it can be 
considered that this mould is suitable for 
glass casting.  
2 CHP 
 
The mould failed to retain its shape during 
the experiment. In specific, it appears that 
the mould could not sustain the weight of 
the flowerpot with the glass cullet during 
the experiment, suggesting that the mould 
with CHP binder presents a decrease in 
strength in prolonged high temperatures. 
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3 CHP 
  
In this case, the flowerpot was supported 
directly on the external plaster mould (see 
fig. 10) and did not impose any extra 
weight to the mould, allowing it to sustain 
its shape. After braking the mould with 
the aid of water, it was observed that the 
bottom part of the mould had cracked, 
probably due to the increased hydrostatic 
pressure of the molten glass in that 
location. The sand placed around the 3D-
printed sand mould assisted it to retain its 
shape. 
3.3.  Conclusions 
Although the presented experiments concern only an initial exploration of the use of 3D-printed sand moulds for cast 
glass components, the results indicate that this technology is a promising solution for the generation of solid glass 
components following a perplex or customized geometry. From the tested, available, binder materials, the Anorganic 
binder yields the most promising results and is considered the most suitable for cast glass applications, as it can sustain 
the anticipated temperatures for a prolonged period without a significant decrease in strength. Moreover it appears to 
be able to resist the hydrostatic pressure of the molten glass without deforming or cracking. 
The finish quality of the glass that comes into contact with the mould is, in principle, rough and translucent. In 
consequence, the application of a coating is deemed necessary for achieving a smooth, transparent quality of the finish 
surface and for preventing the post-processing of the glass object. It should be noted here that the post-processing of 
the glass component is considered necessary only for attaining the desired visual result and is not needed for the 
dimensional accuracy of the end product.  
Within the context and resources available for this research, the application of Crystal Cast for the coating of the 
moulds was considered the best available option. Nonetheless, further research is necessary for finding a suitable 
coating that can result in a completely smooth texture and transparent finish surface.  
A promising application of such 3D-printed sand moulds is in the casting of topologically optimized glass elements, 
of reduced mass and larger dimensions, such as the node described in  (Damen 2019)  and the glass column by (Bhatia 
2019) (fig. 11). Essentially, the glass mass can be designed to match design loads whilst keeping the mass 
homogeneous for even cooling (Oikonomopoulou 2019). The possibility to generate glass forms of reduced mass and 
complex geometry, not only results in interesting structures but as well in the reduction of the material used and most 
importantly, of the annealing time involved, allowing for the creation of monolithic glass components of substantial 
mass in all three dimensions. 
 
Fig. 11 3D-printed sand moulds produced by ExOne and the resulting cast glass components for a topologically optimized cast glass grid-shell 
node by (Damen 2019) (left and top right) and for a structurally optimized cast glass column by (Bhatia 2019) (bottom right). 
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4. Engineering of an adjustable steel mould for the generation of components of variable dimensions. 
4.1. Existing use of adjustable moulds in glass casting 
An adjustable metal mould is a suitable solution for reducing the involved manufacturing costs, in applications where 
components can follow a similar overall geometry with one or two variable parameters. Adjustable steel or graphite 
moulds already exist in the glass casting industry. The most known example concerns the casting of the glass 
components of the Ice Falls project in New York, USA, designed by James Carpenter Design Associates Inc. In this 
project, all glass elements follow the same general geometry of a prism but are cast in variable lengths. To be able to 
cast all components with the aid of an identical mould,  John Lewis Glass Studio employed an open adjustable graphite 
mould with a sliding side that can be locked, with the aid of clamps, in any position along the length of the mould (fig. 
12).  Nonetheless, to the knowledge of the authors, currently adjustable moulds are confined in simple geometries 
where only one dimension is variable.  Therefore, in this paper, an exploration of an adjustable mould that allows for 
the generation of components that present variable dimensions in two directions (X and Y) is presented.  
 
  
Fig. 12 The Ice Falls project (left) and the adjustable graphite moulds (right) used by the John Lewis Glass Studio for the casting of the 
components. 
4.2. Design and Prototyping of an adjustable mould with multiple variables 
Case study and design criteria  
The presented adjustable mould design concerns the generation of cast glass voussoirs for the construction of a fully 
transparent shell roof (theoretical case-study) as in (Van der Weijst 2019). A detailed description of the case-study 
and of the voussoirs’ geometry and division principle can be found in detail at (van der Weijst et al. 2020) in these 
proceedings. Shell structures follow, in principle, a geometry with varying Gaussian curvature. As a result, the 
tessellation of a shell results in voussoirs with varying geometry. It would be financially unsustainable to produce 
customized moulds (even 3D-printed sand moulds) for each component, given the large amount of components needed. 
In this case, the design of an adjustable mould that can generate with high-precision all voussoir sizes is more desirable.  
In order to design such a mould, the following variables have been considered regarding the dimensions of the end 
component6: 
• Edge count  
• Edge length  
• Interior angles (between the edges) 
• Planarity 
 
Mould Design  
 
Fig.13 shows three adjustable moulds by Bamboo Tools used in pottery for generating quadrangular, hexagonal or 
octagonal bowls. The edge lengths can be adjusted to allow for a large variety of shapes to be made by a single mould. 
The mould is placed on a planar surface that acts as the base of the mould. The adjustability of these moulds is 
restrained to that of the edge length. Nonetheless, by placing hinges at the vertices, the interior angle can become a 
variable as well, as shown in fig.14 for triangular, quadrangular and hexagonal shapes. A vertex module with a bracket 
hooking on an edge module, can slide along and fixed at the desired edge length. Another edge module can be 
                                                          
6 It should be noted that another set of variables has been considered for achieving an interlocking connections of the voussoirs. This is described 
in detail in the paper by (van der Weijst et al. 2020) in these proceedings. Nonetheless, this set of criteria is deliberately excluded from this 
paper as the aim here is the investigation of the main geometry only.   
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connected to the vertex module at a variable angle. With this modular system, multiple edge modules can be connected 
and generate moulds for prismatic polygons of variable edge count, edge lengths and interior angles. T-slots on top of 
the edge modules allow for the clamping of the vertex modules on the edge modules at any desired edge length with 
the use of a bolt and T-slot nut (Van der Weijst 2019). 
In triangular geometries, with three different edge lengths given as input variables, only one possible triangle can be 
made. In the case of polygons with more than three edges, additional variables must be given as input parameters for 
the mould, such as angles or/and diagonal lengths. In principle, any polygon can be defined by a combination of angles 
and edge lengths. However, since an error in the set-up of an angle can be magnified over distance, higher precision 
can be achieved by adding diagonals to an adjustable mould instead of setting up the angles, as shown in fig.15. The 
mould can be placed on a planar base. Although the base, can in theory, be adjustable as well,  consisting for example 
from a flexible surface placed on a grid of pistons (which should be able to withstand the high temperatures during 
casting), it would result in an exceptionally complex  mould. Therefore, it is more realistic to assume that the planar 
surface will remain identical in order to avoid extreme complexity during production. 
 
Fig. 13 Moulds with adjustable edge lengths by Bamboo Tools for quadrangular, hexagonal and octagonal shapes. 
 
 
Fig. 14 Moulds with adjustable edge lengths and interior angles for triangular, quadrangular and hexagonal shapes. 
 
 
Fig. 15  Diagonals are placed in polygon moulds in order to increase the precision of the resulting component. 
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Prototyping 
The proposed casting process utilizing the designed adjustable mould can be seen in fig.19. Due to financial and time 
restrictions it was not possible to fabricate a metal prototype of the designed mould. Instead a prototype was made 
using 3D-printed PLA and laser-cut MDF (fig. 16)  and was used for the generation of wax models of variable sizes, 
as shown in fig.17. The wax models are then used to kiln-cast glass prototypes by the lost-wax technique (fig.18).  
 
Fig. 16 Prototype of the adjustable mould in three different configurations. 
 
 
Fig. 17 Top: Set-up of the adhstable mould for wax prototype. Bottom: Cast was prototypes of different sizes produced by the same mould. 
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Fig. 19 Proposed casting process using the designed adjustable mould: The mould is set to the desired dimensions by tightening the bolts on 
the T-slots and diagonals (top left) and is preheated to avoid surface chills. Hot glass is poured to the mould (top right) and is left to rapidly 
cool down until the glass is slightly above its annealing point (bottom left). At this stage, the glass object is able to sustain its shape and the 
mould can be removed by releashing the bolts and hinge pins (bottom right). Then the glass object can be placed into the annealing oven to be 
controllably cooled down. 
4.3. Conclusions 
The presented adjustable mould highlights the potential of this technique for the creation of high-accuracy cast glass 
objects that present variable dimensions in more than one direction. Due to time and financial restrictions, the designed 
mould was not made by stainless steel or graphite as intended, but instead by 3D-printed PLA and laser-cut MDF and 
was used to produce wax moulds that were in turn used as the prototype for cast glass objects employing the lost-wax 
technique. Nonetheless, through the design of this mould it was discovered that although it is possible to make an 
adjustable mould that can vary in dimensions in both the x and y direction, a mould that would as well address the 
third dimension would be of extreme complexity. If the principle of an adjustable mould is taken into account from 
the design stage,  glass structures with variable units can be realized with a limited number of moulds, reducing the 
involved costs and thus, securing their economic feasibility.  
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5. Conclusions and Discussion 
The exploration of two novel mould technologies has been presented in this paper in order to tackle one of the most 
restricting aspects of producing perplex or customized (solid) cast glass components: the cost of a high-accuracy 
mould. Both technologies exhibit great potential for cast glass applications and can yield cast components of high 
dimensional accuracy. Indeed, cast glass components of a comparative dimensional accuracy can be achieved by either 
of the proposed methods. Each mould technology, however, is more suitable for a different range of cast glass 
components. In specific, 3D-printed sand moulds can be used for producing complex customized geometries or 
geometries with undercuts and thin walls that cannot be made with permanent metal moulds. A suitable application 
of 3D-printed sand moulds is for the production of customized cast glass components that are optimized according to 
the anticipated loads, allowing in this way for a reduced mass and thus, annealing time. Other applications concern 
one-off castings, even of simpler forms, or castings of components of a substantial volume, due to the inherent 
scalability of this mould technology. Further research is necessary in order to apply this mould technology in glass 
casting, exploring in mode detail the various mould parameters. The most important drawback of this mould 
technology at this stage, is the need for post-processing in order to achieve a fine finish surface quality. Thus, the 
investigation and identification of a coating that allows for a completely smooth and transparent surface quality is of 
crucial importance for the industrial application of 3D-printed sand moulds for glass casting.  
Adjustable metal moulds, made from stainless steel or graphite, are a suitable solution for cast glass applications where 
the individual units present variable dimensions, yet follow the same principal form. Through the design of an 
adjustable mould for voussoirs for a glass shell it was underlined that an adjustable mould is a feasible solution for 
components of variable dimension in two directions (in this case, x and y), however, an adjustable metal mould 
addressing all three dimensions (x,y,z) would be extremely complex; not only to produce but also to use. In an 
adjustable mould, both the edges and the angles can be engineered to be variable. For higher accuracy of the end 
component it is recommended to add diagonals to control more precisely the desired dimensions, instead of attempting 
to set-up the angles in precision. Although the designed prototype was not made of metal, the authors are confident 
that a mould technology such as the one designed can be easily applied in reality. 
Lastly, for the success of any project using cast glass, it is of crucial importance that the mould production method is 
already considered during the design stage so that design decisions can be taken in respect to the manufacturing 
method.  
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